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INCE the early reports of the successful development of extracorporeal cir- S culation and open heart surgcry,s, l4 there has  been widespread interest in 
refinement of techniques. Our group has directed its energies recently to the 
development of an  inexpensive, self-controlled pump-oxygenator. 

During the 10 years that  we have been interested in  experimental extra- 
corporeal circulation, we have studied various types of pumps" as well as 
bubble oxygenators, screen- and disc-type oxygenators. A t  present, we prefer 
a rotating disc oxygenator which we have modified to suit our particular needs. 

The apparatus consists of a rotating disc oxygenator originally suggested 
by Bjorkl and more recently, described by Kay and Cross2' 3 ,  4, l1 and others,lG 
combined with a roller-type pump. Venous blood is brought from the superior 
and inferior venae cavae to the oxygenator by gravity. Since a venous pump 
is not used, a significant source of trauma to the blood is eliminated. The 
pool of blood in  the oxygenator scrvcs as a renous reservoir so that  the latter 
component is also eliminated. The discs are driven directly by a small frac- 
tional horse power motor a t  120 revolutions per minute. Oxygcnated blood 
leaves at  the opposite end of the chamber and is carried by large-bore Tygon 
tubing to a roller pump. The pump then returns the blood to the arterial 
side through a filter. Excess blood in the opened, bypassed heart is collected 
by a suction t ip attached to a second roller pump which delivers it to a com- 
bined defoaming chamber and bubble t rap reservoir. From here, the blood 
is returned to the venous end of the oxygenator. 

It has been shown by McCaughan and his c o - ~ o r k e r s ~ ~  and others that  
most of the trauma to the blood removed from the opened heart results from 
excessive mixing of a i r  with the blood in the suction pump. To minimize this 
effect, a control button has been placed on the suction handle which is pressed 
only when suction is desired. Thus the pump is turned on and off a t  the table, 
and the influx of air  is minimized. 
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The parts of thc system which arc  in contact with blood consist of Tygon 
All of the com- tubing, rubber, stainless steel, a i d  silicone-coated Pyrex glass. 

ponents are autoclavable, thus ecsuring sterility. 

COSTROLS 

I n  most centers where cardiopi111iioii;lry bypass is used clinically, the pmnp- 
oxygenator has been operated by either a physician or  a specially trained 
technician or group of technicians. I t  is usiially neccssary to observe several 
variables continuously, and n i a k  adcqnatc adjustments during the perfusion. 
Among the more important factors t o  be obkervcd and controlled are (1) venous 
pressure, ( 2 )  arterial pressure, ( 3 )  blood level in the oxygcnator, (4)  flow 
rate, (5)  blood temperature, ( 6 )  replaceiiient of blood loss, and (7)  the electro- 
cardiogram. Tn addition, some centers routinely monitor (8) the electroen- 
cephalogram, ( 9 )  arterial and venous oxygen saturation, and (10) blood pH 
aiid pC0,. 
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Fig. 1.-Schematic diagram of blood flow circuit. 

It is generally agreed that the continuous observation and correction of 
the first 7 factors are necessary for  a successful perfusion. By using three 
control systems, we are able to observe continually and maintain automatically 
the first 5 factors a t  pre-set levels. The technician is able, therefore, to direct 
his attention to the replacement of abnormal blood loss, under the direction 
of the anesthesiologist. Gibbons and Kirkling? l2 and their associates have de- 
scribed the automatic control mechanisms used in the screen oxygenator which 
they employ. 

VENOUS PRESSURE 

Venous pressures are measured by passing a catheter through a superficial 
A sealed mercury manometer is attached to vein into the inferior vena cava. 



the end of the catheter. Two electrodes are introduced into one limb of the 
mercury manometer arid so placed to sense pressures of 10 em. arid 12  em. of 
water. A motor-driven occluding clamp is placed on the main venous line 
between the heart arid the input opcning of the osygmator chanibcr. Since 
the oxygenator is placctl 75 em. below tlic heart level, a greater ncgativc pres- 
sure is clevclopcd at the opening of tlie venoiis line than can be used efficiciitl\-. 
11 simple relay circitit is so arranged that  if the vetions pressure is helow 10 
em. of water the motor is turned on to clcse tlie clamp 1k of a tiiix, thus re- 
ducing the amount o€ blood removed from thc xenae czavae. It tlien waits 8 
seconds to see iC this adjustment is sufficient t o  1wing the venous pressure into 
tlie “normal” range. If i t  is not, it will make another correction and again 
wait 8 seconds. I€ tlie venous pressure is between 10 mi. and 12 cnt. of water 
(our  arbitrarily selected “normal” range), thc motor-driven clamp reriiains 
in a fixed position. If the venous pressure is higher tlian 12  cm. of water, the 
circuit tnrns on the motor-driven clamp to  open y8 of a turn, thus removing 
inore blood from the superior and inferior venae cavae; it then waits 8 seconds 
and if the venous pressure has not fallen to  “normal” it mill then make an- 
other adjustment. This mechanism 12iiis awi rm const ant wrveillance of the 
vc11oiis pressure and automatically acljnsts it when indicated to msiire niain- 
tc~iiwncc~ of normal wnous  pwssurv. ‘I’herefow. thv aalitc’ vc’1ic~is flow that 
\ ~ o n l d  normally return to the heart is now heing deliverecl to tlic pump- 
oxygenator. 

BI,OOD IJEVEIA CONTROL 

Sincc rc~liability, autoclavability, and simplivity \I PIT tlic cardinal requirc- 
incnts in the design of the volume sensor, a means for ohtaining a large ontptlt 
signal a t  useful power lcvels without coniplicatcd vacuum tube o r  transistor 
circuitry was sought. Alethods that involve weighing the perfusion cham- 
ber, level sensors which require floats, or capacitive hlood level piclinp using 
the blood as a dielectric were rejectcd because of nicchanical and electrical 
complexity. 

A photoelectric blood level sensor was decitled upon since it could operate 
outside the oxygenator chamber, eliminating cleaning and autoclaving prohlems. 
I n  addition, the complete generality possible with a pliotoelectric pickoff per- 
mits the direct application to a wide variety of oxygenator chamber designs 
with a minimum of modification. A light source arid a light sensitire cell 
mounted on the outside of tlie oxygenator chamber are arranged so that  a light 
beam passes through the walls of the chamber and falls upon the sensitive sur- 
face of a photocell in  such a manner tha t  changes in  blood level varics the 
amount of the light falling on the cell. The electrical output of the cell is then 
used to control the speed of the arterial pump motor. 

A major factor in the decision to use a photoelectric sensor was the recent 
advent of large area cadmium sulfide photocells of great sensitivity and cap- 
able of dissipating as much as 0.5 watt of electrical power. The output of 
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sticli a cell could easily be used to control a simple power wll~plifier required 
for the 1k horse power variable speed puinp motor. 

The cadmium sulfide cell is a photoconductive cell, that is, the electrical 
conductivity of the cell varies with the amount of light falling on it. AS a 
circuit elmnwnt, it behaves like a variable resistor. The type 6057 used in this 
system is a hermetically sealed unit in which the resistance varies from many 
millions of ohms when dark to a few hundred ohms when illuminated. The 
purpose of the photoelectric flow controller is to maintain a fixed volume of 
blood in the oxygenator throughout the proccdurc. This state of equilihrium 
is achieved by automatically adjusting the speed of the arterial pump which 
witlidran-s blood froin the oxygenator. Thc pumping rate varies in  responsc 
to sigiials from the sensor, the output of which is a function of thc 1)looCl volume 
in tlic oxygeriator.. i\ii increasc in voluive of I)lood in the oxygenator results 
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Fig. 8.-Special clamp with photoelectric cell a n d  light source, and  electronic control unit 

i n  a n  increased mithdra\\al pumping rate, and a decrcasc in volume reduces 
the pumping rate. The photocell is thus able to  itch" the blood level changes 
in the oxygenator precisely. I n  the 17-inch disc oxygenator, an  increment of 
50 C.C. of blood is detectable by the photocell. The electrical systcin is damped 
and is extremely stable. The photocell tends to select the correct pump speed 
continuously and maintain this speed a t  all times. The arterial pump output 
is determined by the venous return to the oxygenator. The venoiis return, as  
has been described earlier, is selected automatically to maintain venous pres- 
sures a t  normal levels. The blood level, then, in the puinl)-osygenator is 
effectively locked and thus (barring abnormal blood loss from the entire system) 
ensures against undesirable shifts in  the patient’s blood vo1ume6s 77 l5 and auto- 
matically maintains blood pressures within normal ranpes. Normal arterial 
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pressures assure flow rates which are consistently above 100 C.C. per kilo per 
minute. Thus, this one sensing device arid control mechanism automatically 
maintains the hlood in the machine at pre-set volumes, the flow rates above 100 
C.C. per  kilo per minute, and tlie arterial pressures within thc normal range. 

Falling arterial pressures indicate abnormal blood loss from the entire 
system. Blood replaced into the oxygenator will then be delivered immediately 
to the patient, and arterial pressure will return to the normal range. Provision 
is made for quickly switching the control to manual operation in case of failnre, 

Fig. 3.-Special clamp with photoelectric cell and  light source mounted on oxygenator. 

b?- disconnecting the cell arid suhstitnting a variable resistor. The only com- 
ponents in the controllcr having finite life arc two thyratrons and the excitor 
lamp.  The thyratrons used have suficient capacity so that if one fails, the 
s>T-stc:u will corit iniic in opcration. The possibility of hoth thyratrons failing 
simultaneously is remote. Faillire of the excitor lamp mill cause the piimp to 
run  a t  fill1 speed. Tn this event, the control is switched to manual operation 
for the remainder of thc perfiision. Two excitor lamps could be h i l t  into 
tlic lanip housing for additional safety. This controller should hare  csccllcnt 
reliahility and sliould riot be subject to sudden failnre since it is simple in 
design and coritaiiis coinponerits that  inherently have long life. 

BLOOD TEMI’ER.\TURE (‘ONTROL 

I t  has been shown by De Wall5 and others that it is desirable to maintain 
tlie blood in the extracorporeal circuit close to normal body temperatures. 
First, rapid cLanges iii blood temperature tend to promote hemolysis of blood, 



\ 01. 38, No 5 AUTOZIATICA\LI,Y CONTROLLED PUMP-OXYGENATOR 591 
November, 1959 

and second, oxygen is iiiore solnble in blood a t  lower temperatures than at 
higher body temperatures. Therefore, it is possible that a saturated solution 
of oxygen in cooler blood in  the oxygenator may come out of solution in the 
form of small bubblcs when the blood is returned to  the patient and becomes 
warmed. A tlicrniistor probe is placed in  a thin-walled pocket in  the oxygenator 
chamber below the blood level. The temperature of the blood is then sensed 
by the thermistor and controlled by a cornniercially available temperature 
switch which turns  a heater coil on and off. We havc set the controller to 38" 
C. and are able to maintain the blood temperature within 0.5" C. The controller 
itself can detect changes of 1/10 of a degree centrigrade. 

Fig. 4.-Completely assembled automatically controlled pump-oxygenator. 

TECHNIQUE OF PERFUSION 

The pump-oxygenator is primed with 2,500 ( > . ( a .  of hlootl. This amount is 
sufficient to fill tlie oxygenator, the combined filter and bubble trap, the de- 
foaming chamber, and all of tlie lines. Blood is circulated for a few minutes 
in order to  be certain that all air huhbles have been removed. The arterial 
pump motor is turned off by a switch. The arterial a n d  wiious lines are then 
clariipcd and approp;.iatc conncctions are niadc to the patient. To s ta r t  the 
perfusion, the clamps arc removed from the venous and arterial lines and the 
arterial pump motor switch is turned on. From that point on, the pump- 
oxygenator regulates itself. 'When the tourniquets around the superior and 



inferior venae cavae are tightened to initiate total bypass. the increased venous 
return to  the pump-oxygenator is automatically conipcnsated for and all of 
this blood immediately returned to the patient after oxygenation. To discon- 
tinue the perfusion, one needs only to clamp the venous line. Venous return 
to  the pump-oxygenator is then discontinued and the arterial pinup will come 
to a stop as  soon as the blood level in  the oxygenator reaches its priming posi- 
tion. 

DISCUSSION 

It seems axiomatic that if a mechanism can he made to perform a given 
function more reliably than a human being that i t  should he uscd. A practical 
consideration that often enters in  such a decision is the cost of such an  appa- 
ratiis. AI1 of the eIectronic controls in  our piiiiip-osygcnntor can he purcll:~s~cl 
for under .$l,OOO.*' The technician who stands by during the bypass has to 
he available in case of mechanical o r  electrical failnre, in  which C P S ~  the p i m p  
oxygenator can lie rim by manual controls. Otherwise, :I €ter tlie initial filling 
of thc osygeiiator with priming blood, he can devote his entire :ittention to 
replacement of miusual blood loss lintlei- tlic direct ion of the ancsthcsiologist. 

,Idjnstments dar ing the pcrfnsion :ire autoinatically sensed and made by 
the niacliitie during critical periods of clianqe. When the perfiision is first 
begun, there is a tendency for. tlic pump t o  orertransl'iisc the p t i e n t .  When 
the venae cavae arc' occhided, an iricrcascd amount of ljlootl is usiially rctiirncd 
to the puiiip-oxy~:~nator. Conversely, when the tonrniqnet s are rclcnsccl, large 
amounts of hlood can suddenly bc lost honi  the niachinc. If t1wi.c is nnnsnal 
hlood loss froin the patient clurinq the h j  pass, there is a tcndcncy for  blood 
to be lost f rom the pnmp-oxvffenator.. If vasopressor drugs are givcn, 1)lootl 
has a tendency to rise in the oxygenator. W e  fccl that these :rl)normal shifts 
in blood volurnc arc. deleterious to the patient on  hypas~: and arc avoided when 
the blood volume in  the machine is niaiiitainctl at a constant lercl. Dccrewsed 
blood level in the oxygenator decreases the efficiency of the oxygenating sur- 
face and, if the level drops low enough, may lead to a i r  embolism. If the blood 
in the oxygenator riscs too high, it may wet  the shaft, leading to turbulence 
and foaming, or leak out of the shaft bearing. The apparatus that  we have 
designed eliminates the possibility of the occurrence of these untoward mani- 
f estations. 

SUMMARY 

1. An  improved, automatically controlled, rotating disc pump-oxygenator is 

2. Venous pressures arc continuously monitorcd and aixtomatically con- 

3. Blood levels, arterial pressures, and blood flows arc automatically sensed 

described. 

trolled during bypass by the use of a motor-driven clamp on the venous line. 

and controlled with one device which is rugged, reliable, and inexpensive. 
*Available from the Teca Corporation, 80 Main Street, White Plains, N. Y. 
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4. Blood temperatures in the oxygenator are also controlled automatically. 

The authois \\ish to  exprcss gratitude to Mr. Perci\al  Henry and MI.. Martzo .Ilbanese 
their 1 aluable technical assistance. 
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